
Nest Pallets Light and nestable
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Technical data are guideline values based on experience and tests according to ISO 8611 with evenly distributed loads at 20°C. The data may vary based on intended use, product features, raw ma-

terials used and environmental in�uences. Upon request our sales team will con�rm the data required for your individual application.

Nest i1.1 

OD-9F

1200 x 1000 mm

1. Upper deck with Z-pro�le provides excellent loadability and carrying 

capacity

2. Very high compression of empties due to seamless nestability provided by 

the design of the feet

3. Low net weight contributes to transport and CO2 savings

4. Increases e�ciency for storage and return logistic

5. Less pressing points due the Z-Pro�le 

6. Reusable pallet made of recycled plastic and 100% recyclable

1. Safety rim

2. RFID transponders and other IoT options

3. Speci�c colours on request

4. Individual marking and labelling

5. Further bottom version: 3 runners
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Entry: 4 ways | Nesting height: 40,0 mm | Safety rim: 5 mm

9 feet

Bottom 
support

stack total

Standard Truck Europe

stack total

Standard Truck USA

stack total

Mega Truck

stack total

Jumbo Truck

stack total

40´ HC Container

Top Deck Dimensions (mm)
Maximum Load Capacities (kg) Weight (kg)

56 1456 - - 67 1742 67 1742 58 1276

open

Static Dynamic Racking

1200 x 1000 x 140 2000 1200 -Nest i1.1 (OD-9F)

Technical Data

Logistic Data

Nest i1.1 (OD-9F)

PE Mix 
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